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SERIES 05 ASCENT
CLAD SLIDING DOOR W/ SIDELITES

"IMPACT"

GENERAL NOTES

This product has been evaluated and is in compliance with the 2007 Florida Building
Code (FBC) structural requirements excluding the "High Velocity Huricane Zone"
(HVHZ).

Product anchors shall be as listed and spaced as shown on details. Anchor
embedment fo base material shall be beyond wall dressing or stucco.

When used in areas requiring wind bome debris protection this product complies
with Section 1609.1.2 of the FBC and does not require an impact resistant covering.
This product meets missile level "D". Assembilies using 2" mullion reinforcement
includes Wind Zone 4 as defined in ASTM E1996. Assemblies using 1" or no mullion
reinforcement excludes Wind Zone 4 as defined in ASTM E1996.

For 2x stud framing construction, anchoring of these units shall be the same as that
shown for 2x buck masonry construction.

Site conditions that deviate from the details of this drawing require further
engineering analysis by a licensed engineer or registered architect.
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SHEET # DESCRIPTION

Typical elevations, design pressures & general notes

Mullion load table & details - W/ 0 reinforcement

Mullion load table & details - W/ 1X reinforcement

Mullion load table & details - W/ 2X reinforcement

Panel cross section & glazing defail

Horizontal cross sections

Vertical cross sections

Vertical cross sections

Buck anchoring (narow door)

Frame anchoring (namrow door)

Buck anchoring (wide door)

Frame anchoring (wide door)
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Bill of materials .

152.00" X 96.25" 3 +60.0 | -65.0

199.75" X 96.25" +60.0 | -60.0

NOTE -

I. DESIGN PRESSURE RATING IS THE LESSER OF INDIVIDUAL UNIT
RATING AS LISTED ON SHEET 1 AND THE LOAD RATING FOR
RESPECTIVE MULLION TYPES LISTED ON SHEETS 2, 3 & 4.
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